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VITAI Wireless ,

Communication Endless! _

New Product VITAI VDG-UV008 Dual Band DMR
Digital Radio 10W High Power Waterproof IP67
Walkie Talkie

Product Description

Features:

IP67 Rating Rugged and Reliable
160000 contacts

100 Zones 1000 Channels

200 Channels Per Zone

32 Encryption Group

2500mAh High Capacity Li-ion Battery
Radio Check/Work Alone

Emergency Call

Text Messaging

10. VOX and Scan

11. Digital/Analog Dual Modes

12. 2 Talk Paths Direct Mode

13. Digital/Analog Auto Detect

14. All Call/Group Call/Individual Call

15. U.S Military Standard MIL-STD-810 C/D/E
16. GPS (Option)
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General

Frequency Range

VHF: 134-176MHz

UHF: 400-520MHz

Channel Capacity

1000

Channel spacing

Digital:12.5kHz
Operation Voltage DC7.4v
Battery Capacity 2500mAh (Li-ion)
Battery Life (5-5-90 Duty Cycle) ‘About 18Hours
Frequency Stability +2.5ppm
Operating Temperature 20~ +60°C
Antenna Impedance 500
Dimension(HxWxD)(Without Antenna) | 13157 x 36mm
‘Weight (With Antenna & Battery) 3159
Transmitter

RF Power Output

10.0W/5.0W/2.0W

Modulation Type (Analog)

11KOF3E @ 12.5KHz , 16KOF3E /25KHz

Modulation Type (Digital)

125Kz Data Only: 7K60FKD.

12.5KHz Data & Voice: 7KEOPXE

Spurious and Harmonics

-36dBm<1GHz; -30dBm=1GHz

FM Noise

40/a5d8.

‘Audio Distortion

5%

Modulation Limiting

£2.5KH2 /12.5KHz; £5.0KHz /25KHZ

‘Audio Response

+1t0-3d8

Digital Vocoder Type

AMBE++

Digital Protocol

ETSITS102 361

Receiver

Sensitivity (Analog)

<0.301V (12dB SINAD); 0.22 {128 SINAD)

Sensitivity (Digital)

<0.30,V/BERS%

Selectivity 260/6508
Spurious Response 26008
Rejection

Intermodulation 26008
SN 40/4508
Rated Audio Power Output | 1.5W
Rated Audio Distortion | <3%
‘Audio Response +1t0-3d8
Conducted Spurious <57dBm
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